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INSTALLING  BALL  BEARING  FOLDING 
ARMS

IMPORTANT: DO ONLY ONE  SIDE OF THE
CART AT A TIME!

12 Volt Model Shown
If You Have A 24 Volt Model, Proceed To Step 2

STEP 1: Unfold the front wheels.
Remove the four (4) screws
securing the battery tray using a
1/8" hex and a 3/8" wrench.(See
Fig. 1-2)

STEP 2: Block up the front of the cart so that
one of the front wheels
is off of your work
surface.(See Fig. 3)
Remove the cap in the
center of the wheel with
pliers. (See Fig.4) 
Remove the axle nut
using a ½"wrench. (See
Fig.5)  Remove the
washer and slide the
wheel off of the axle.(See Fig. 6)  
Note: There is also a thin  washer on
the other side of the wheel. This
washer may stick to the wheel
bushing. Remove the washer from
the bushing and slide it back on the
axle.(See Fig. 7)
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STEP 3: Remove the bolt securing the tie rod to the
steering arm using a 1/8" hex and 3/8" wrench .(See

Fig. 8)

STEP 4: Remove the plastic cap
then the bolt securing the steering
arm to the folding arm using a
3/16" hex and a ½" wrench.     
(See Fig. 9-10)

STEP 5: Install the steering arm
onto the new ball bearing folding
arm. It is very important that the
new washer, that came with the
folding arm, is properly installed
between the bottom of the folding
arm and the inside of the steering

arm. (See Fig 11-12)

Install washer on top of bolt.
(See Fig. 13) Tighten nut till
top washer is not loose.(See
Fig. 14) Check that the
steering arm pivots freely.
There must be NO
BINDING!(See Fig. 15) If
you feel any binding
loosen the nut until the arm
pivots freely. Reinstall the

nut cap.
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STEP 6: Remove the plastic cap then the bolt securing the
folding arm to the frame.(See Fig. 16-17)  
(NOTE: The bolt is easier to remove if the arm is not
locked open.)
Remove the
old folding
arm.

STEP 7: Install the new folding arm onto the frame.
(See Fig. 18)
Tighten nut
securely and
install the
plastic
cap.(See Fig.
19)

STEP 8: Reinstall the tie rod to the steering
arm. The bolt goes up through the tie rod, then
the spacer, then it threads into the steering
arm.(See Fig. 20) Tighten the nut securely.
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STEP 9: Wipe the
axle shaft clean and
apply a thin coat of
silicone spray.(See
Fig. 21) Make sure
that the thin washer
is on the shaft and
install the wheel.
(See Fig. 22) Install
the outer washer
and tighten the axle nut until the wheel just spins freely.

Reinstall the plastic cap.(See Fig. 23)

Follow the same procedure for the other side. Reinstall battery tray if applicable. If you have
any questions or problems contact customer service.
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