NOTESON OPERATING DYNAMIS

1. If two turn buttons on the remote control transmitter are pushed at the same time,
Dynamis will stop automatically. To resume operation, release one of the turn buttons.

2. Asabattery saving feature the Dynamis Remote Control Transmitter will shut itself off
automatically after 4 minutes if no command buttons have been pushed.

3. Dynamis has aunique tether feature. If the receiver in the Main Control Module gets
beyond the range of the Remote Transmitter, it will automatically stop. This may take
several seconds.

NOTE: Because receiver sensitivity varies (due to weather, obstacles, battery life, etc.) cart
should be kept at a reasonable distance to prevent runaway Stuations.

4. Theturning radiusis deliberately restricted to maximize stability and make steering
inputs easy to control.

5. Dynamiss Main Control Module contains an over-current protection circuit. To reset
simply push power ON button on Main Control Module.

6. If Dynamis caddies of the same frequency are operating in close proximity, it is
possible for the two to interfere with each other. If two units are purchased at the same
time with the intent of occasionally using them at the same time, it is best if they have
different frequencies.

NOTE: If you are going to leave the Dynamis unattended or out of your line of sight, always turn
off the power to the Main Control Module. Replace the batteries in the transmitter approximately
every 10 rounds.

IMPORTANT: USE GREAT CARE WHEN OPERATING YOUR DYNAMIS AROUND
WATER.

The remote transmitter, receiver module, electric motor, and steering actuator should be
protected al all times against water damage. |f Dynamis runsinto a body of water and becomes
submerged any or all of these components may become damaged or destroyed. When washing
the unit, always remove the receiver module. Do not use pressure washer, garden hose, etc. to
clean Dynamis. Use awet rag and mild detergent. If any components are damaged by extreme
exposure to water the damage WILL NOT be covered under the warranty.



IMPORTANT

READ BEFORE INSTALLING NEW BATTERIES IN TRANSMITTER
FAILURE TO INSTALL BATTERIES CORRECTLY CAN RESULT IN

TRANSMITTER MALFUNCTION
CHANGE BATTERIESEVERY 10 ROUNDS (becauseit isaradio signd, it gets weaker
with each use.) Use only good quality alkaline batteries. Do Not Use Energizers. (Energizer

Titanium are OK). The shape of the negative end does not always make good contact in this

application.
If your transmitter is not going to be used for longer than a month, remove the batteries to
prevent possible acid leakage resulting in circuit board failure.

TO INSTALL NEW BATTERIES

STEP 1. Remove the back cover. Remove the old batteriesby GENTLY prying up in the
middle. Figure 1.

STEP 2: GENTLY push the (4) battery clipsin. You only want to move the clipsSLIGHTLY
in. Figure 2.

STEP 3: After making sure that the batteries are facing the proper direction, install (2) of the
batteriesin the clipsfirst. Press down in the middle to snap the batteriesinto place. Figure3 &
4. Recheck that the batteries are seated all the way down in the clips. Do the same for the other
side, making sure that the batteries are facing the proper direction. Reinstall transmitter case
back. Do not over tighten screws. Turn on transmitter and make sure light is blinking.



If you have any questions call customer service at 1-
TRACKING ADJUSTMENT 800-816-9303 _www.dynamisservice.com

Tracking adjustments should be done on a smooth level surface, such asa
driveway or a parking lot(away from any vehicles).

When the cart is moving away from you, if you notice that it is drifting to the left,
turn the adjustment knob on the solenoid mount clockwise. Turn /4 turn at a
time and retest your cart. Readjust as needed.

When the cart is moving away from you, if you notice that it is drifting to the
right , turn the adjustment knob counterclockwise.
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