SAFETY RULES

Safe operating practices for remote control golf carts.

1. GENERAL OPERATIONS:

Read and understand al instructions in the manual before use.

Only allow responsible adults who are familiar with the instructions to operate the
machine.

Never carry passengers or pets on cart.

DO NOT operate at long ranges where you can+ judge the distance from objects, people,

or water.

Always operate cart with one hand on handle in close quarters, congested areas, narrow

cart paths, or paved areas.

Avoid dropping your transmitter.

Do not immerse transmitter in water. Doing so will void warranty.

2. SLOPE OPERATION
Use dowest speed setting and keep one hand on handle on paved or steep downhill
grades. Use STOP button if additional breaking is required.

3. CHILDREN
DO NOT allow children to operate cart.
Store transmitter in secure place to prevent unauthorized use.
DO NOT operate remote control in the vicinity of small children.

4. BATTERY
Read and follow all instructions for safe use and charging of batteries.
Never use any charger other than Dynamis automatic charger supplied with the product.

SAFETY ALERT SYMBOL AND NOTATIONS

The following safety notations are used throughout this manual to call attention to specid
information of operating procedures. Understand the message in each notation and be alert to the
possibility of personal injury.

1. NOTE: A NOTE: points out general reference information regarding proper operation and
maintenance practices.

2. IMPORTANT: AN IMPORTANT statement indicates specific procedures or information
that isrequired to prevent damage to the machine.

This safety dert symbol is used to attract your attention!
Personal safety is involved!
When you see this symbol, become alert
HEED IT-S MESSAGE!!



BEFORE YOU BEGIN

*IMPORTANT* DO NOT ATTEMPT TO
UNFOLD OR OPERATE
DYNAMISUNTIL YOU HAVE READ THE INSTRUCTIONS!!

UNPACKING DYNAMIS

NOTE: Battery should be charged a minimum of 15 hours prior to first use.
1. Read and understand Battery Care & Maintenance section of Manual.
2. Lift out box containing battery charger.

NOTE: DO NOT attempt to use battery charger until you are familiar with proper use and safety
information.

3. Hook up charger to battery.

4. Lift Caddy out of box by lifting on central point of frame.

NOTE: Y our Dynamis Remote transmitter is supplied with four (4) premium quality Alkaline
AAAA @patteries already installed. With average use, a set of batteries should last approx. 10
rounds. (If batteries are low, your cart may experience erratic behavior.) |f cart is unused for
longer than one month remove transmitter batteries to prevent possible battery leakage causing
damage to transmitter.

ACID DAMAGE TO TRANSMITTER ISNOT COVERED UNDER WARRANTY!!

Recommended battery: Top quality alkaline
DO NOT use energizers
The batteries negative end does not always make good contact in our transmitter
Energizer titanium are OK



STEP #1

STEP #2

STEP #3

STEP#4

STEP #5

STEP #6

STEP #7

STEP #8

STEP #9

OPERATION

PREPARING DYNAMISFOR USE
Swing lower bag support forward.

Release front wheel latches (for 12 volt model only) and swing wheels outward
into locked position.

Loosen both pivot knobs and pull handle upright. Loosen pivot knobs enough so
that notched joints don rub together causing wear.

a) Tighten lower pivot knob.
b) Adjust handle so that club heads do not touch or rest on handle or frame!
¢) Tighten upper knob to hold in place.

Swing upper bag support forward.
Rotate electronics housing up and tighten thumb screw.

Ingtall battery and strap into place for 12 volt model.

NOTE: Battery lays on its side with manufacturers markings facing up.

For 24 volt battery pack insert bottom lip of pack into the two battery holders that
are mounted on the frame at the front of the cart. Gently lower the pack onto the
frame and secure by tightening the hold down screw.

Plug battery harness into electronics. Important! Use care when plugging into
electronicsl Rough handling may cause damage to plug ends.

Ingtall golf bag by laying golf bag on lower and upper bag supports and secure
with attached straps. Important! Club heads should NOT touch or rest on any
part of Dynamis handle or frame. The entire frame of the cart is the antenna.
Metal contact with the frame may result in interference between transmitter and
electronics housing causing erratic behavior.



OPERATING INSTRUCTIONS
BATTERY CHARGER

Description

The charger is a solid state battery charger designed to charge a sealed or wet lead-acid deep
cycle battery to full charge and then to retain that full charge (unattended) during periods of
inactivity.

Thisis accomplished with electronic circuitry that regulates the amount of charging current that is
sent from the charger to the battery being charged. The charger maintains the battery at full
charge without cooking or overcharging the battery, thus extending the life of the battery.

OPERATING INSTRUCTIONS
Before proceeding to charge battery make sure you read all provided safety instructions.
1. Make sure that the charger is connected to AC power.
2. Connect the battery to the charger.
3. Orange LED indicates CHARGING@
Green LED indicates ARICKLE CHARGING@
4. Charge aminimum of 15 hours. Just because the green light is on does not mean the
the battery is fully charged.

SAVE THESE IMPORTANT SAFETY INSTRUCTIONS
1. Before using battery charger, read all instructions and cautionary markings on (1)
battery charger, (2) battery, and (3) products using the battery.
2. CAUTION - To reduce therisk of injury, charge only lead-acid type rechargeable
batteries. Other types of batteries may burst causing personal injury or damage.
3. Do not expose charger to rain or snow.
4. Use of an attachment not recommended or sold by the battery charger manufacturer
may result in risk of fire, electric shock, or injury to persons.
5. To reduce risk of damage of eectric plug and cord, pull by plug when disconnecting
charger.
6. Extension cord should not be used unless absolutely necessary. Use of improper
extension cord could result in risk of fire and electric shock. If extenson cord must be
used, make sure:
a. That the pins on plug of extension cord are the same number, size, shape, as
those on the charger.
b. That the extension cord is properly wired and in good electrical condition.
7. Make sure cord islocated so that it will not be stepped on, tripped over, or otherwise
subject to damage or stress.
8. Do not operate charger with a damaged cord or plug - replace immediately.
9. Do not operate charger if is has received a sharp blow, been dropped, or is otherwise
damaged in any way.
10. Do not dissemble charger.
11. To reducerisk of electric shock, unplug charger from outlet before attempting
maintenance or cleaning.



BATTERY CARE AND MAINTENANCE

NOTE: The battery is the most important component of Dynamis. To know and understand the
proper care and maintenance of the battery will determine how efficient your Dynamis will
operate.

FEATURES.

* Maintenance - Free Operation

Thereis no need to check the specific gravity of the electrolyte or to add water during the service
life. The battery istotally sealed, and needs only charging for maintenance.

* No Corrosive Gas Generation
Thereis no corrosive gas generation during normal use.

CAUTION: Dotothe podtion of the battery on Dynamis, it is essential to use a non-liquid
filled (i.e... absorbed electrolyte or gel cell) 32 Amp hour battery.

APPROVED AS ARY CELL@OR AIR SHIPMENT
BY DEPARTMENT OF TRANSPORTATION AND ICAO

USE AND HANDLING
1. Battery should be fully charged before each use. This takes a minimum of 15 hrs.
2. Proper charging method is necessary for safety and getting full performance from the
battery. Leave the battery on the charger at al times for maximum life.

NOTE: If your cart appears duggish, won respond to turn commands, or won+ complete an 18
hole round, check the lights on the right side of the round module. If the green, yellow, and red
indicator lights are all on, thisindicates alow main battery.

NOTE: The green light will come on the charger before the battery is fully charged. The battery
must be left on the charger a minimum of 15 hoursto be fully charged.

NOTE: Use only Dynamis battery charger to maintain your battery. The Dynamis automatic
battery charger is designed to provide your battery with the optimum charge profile. It is
designed to prevent over- charging and can be left on the battery for long periods of time.

CAUTION:
* Always use care when using tools on or near battery terminals.
* Accidental bridging across positive (+) and negative (-) battery terminals
by any metallic object however brief will cause severe arcing,
which can lead to persond injury, burns, or ignition of nearby flammable materials.
*Y ou should always remove all jewelry when working around exposed battery terminals.



OPERATING DYNAMIS

NOTE: Double check that battery harness has been plugged into rear of main control module.

Main Control Module

1. Push power ON button. Power on will be indicated by the green light directly above
the ON button. (These lights also show your battery level.)

Remote Control Transmitter

2. Push GO/STOP button to start forward motion. To stop Dynamis, push button again.
Transmitter On isindicated by the flashing TX light.

3. Use speed increase button (+) or speed decrease button (-) to select desired speed.
Release button when desired speed is reached. Dynamis runs most efficiently at the top
two speeds. Always go up hills at the highest speed.

NOT E: When main control module is first turned on motor will always start on lowest speed.

After desired speed is selected Dynamis can be stopped then started again and will resume travel
a the last speed chosen.

4. Depress (>>) button to turn right, then release to go straight. Depress (<<) button to
turn left, then release to go straight.

5. To turn Dynamis Off, press GO/STOP button once to stop motion, then push OFF on
main control module or simply unplug the battery from rear of module.

USE CARE! DO NOT DROP TRANSMITTER.
IF DROPPED BATTERIESMAY LOOSE CONNECTIONS.
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NOTESON OPERATING DYNAMIS

1. If two turn buttons on the remote control transmitter are pushed at the same time,
Dynamis will stop automatically. To resume operation, release one of the turn buttons.

2. Asabattery saving feature the Dynamis Remote Control Transmitter will shut itself off
automatically after 4 minutes if no command buttons have been pushed.

3. Dynamis has aunique tether feature. If the receiver in the Main Control Module gets
beyond the range of the Remote Transmitter, it will automatically stop. This may take
several seconds.

NOTE: Because receiver sensitivity varies (due to weather, obstacles, battery life, etc.) cart
should be kept at a reasonable distance to prevent runaway situations.

4. Theturning radiusis deliberately restricted to maximize stability and make steering
inputs easy to control.

5. Dynamiss Main Control Module contains an over-current protection circuit. To reset
simply push power ON button on Main Control Module.

6. If Dynamis caddies of the same frequency are operating in close proximity, it is
possible for the two to interfere with each other. If two units are purchased at the same
time with the intent of occasionally using them at the same time, it is best if they have
different frequencies.

NOTE: If you are going to leave the Dynamis unattended or out of your line of sight, always turn
off the power to the Main Control Module. Replace the batteries in the transmitter approximately
every 10 rounds.

IMPORTANT: USE GREAT CARE WHEN OPERATING YOUR DYNAMIS AROUND
WATER.

The remote transmitter, receiver module, electric motor, and steering actuator should be
protected al all times against water damage. |f Dynamis runsinto a body of water and becomes
submerged any or all of these components may become damaged or destroyed. When washing
the unit, always remove the receiver module. Do not use pressure washer, garden hose, etc. to
clean Dynamis. Use awet rag and mild detergent. |If any components are damaged by extreme
exposure to water the damage WILL NOT be covered under the warranty.



IMPORTANT

READ BEFORE INSTALLING NEW BATTERIES IN TRANSMITTER
FAILURE TO INSTALL BATTERIES CORRECTLY CAN RESULT IN

TRANSMITTER MALFUNCTION
CHANGE BATTERIES EVERY 10 ROUNDS (becauseit isaradio signdl, it gets weaker
with each use.) Use only good quality alkaline batteries. Do Not Use Energizers. (Energizer
Titanium are OK). The shape of the negative end does not always make good contact in this

application.
If your transmitter is not going to be used for longer than a month, remove the batteries to

prevent possible acid leakage resulting in circuit board failure.
TO INSTALL NEW BATTERIES

STEP 1. Remove the back cover. Remove the old batteriesby GENTLY prying up in the
middle. Figure 1.
STEP 2: GENTLY push the (4) battery clipsin. You only want to move the clipsSLIGHTLY

in. Figure 2.

STEP 3: After making sure that the batteries are facing the proper direction, install (2) of the
batteriesin the clipsfirst. Press down in the middle to snap the batteriesinto place. Figure3 &
4. Recheck that the batteries are seated all the way down in the clips. Do the same for the other
side, making sure that the batteries are facing the proper direction. Reinstall transmitter case
back. Do not over tighten screws. Turn on transmitter and make sure light is blinking.

If you have any questions call customer service at 1-800-816-9303
www.dynamisservice.com
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TRACKING ADJUSTMENT

Tracking adjustments should be done on a smooth level surface, such asa
driveway or a parking lot(away from any vehicles).

When the cart is moving away from you, if you notice that it is drifting to the left,
turn the adjustment knob on the solenoid mount clockwise. Turn /4 turn at a
time and retest your cart. Readjust as needed.

When the cart is moving
away from you, if you
notice that it is drifting
totheright , turn the
adjustment knob
counterclockwise.



REAR WHEEL REPLACEMENT/REMOVABLE YOKE

STEP 1. Unfold the cart and place a block underneath so that
the rear drive whed is off the work surface.(See Fig 1)

STEP 2: Using a5/32" hex wrench, remove the two (2)

screws securing the left yoke arm.(See Fig 2) YOKE SCREW

STEP 3: Using a 3/4"
wrench, remove the nut from the left side of the axle.(See Fig 3)

STEP 4: Remove the left yoke arm.(See Fig 4)
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STEP 5: Remove the axle spacer.(See Fig 5) Note that
the large end goes towards the whesl.

STEP 6: Slide the whed off of the axle. If thewhed is
tight, tap on the end of the axle with a plastic or rubber
hammer.(See Fig 6)

STEP 7: Installation of the drive wheel is the reverse of these steps. Apply a small amount of 242
loctite to the yoke arm screws and tighten securely. Reingtall the axle nut, tighten securely.

11



TIRE REPLACEMENT
FRONT TIRE REPLACEMENT:

STEP 1: Unfold the front wheels and block up the cart so that one of
the front wheels is off of the work surface.(See Fig 1)

STEP 2: Remove the cap from the center of the whed using pliers.(See Fig 2)
Remove the axle nut using a 2 " wrench. Remove the washer and dide the
wheel off of the axle.(See Fig 3-4) Note: Thereisaso athin washer on the

" other side of the wheel.
This washer may stick to the wheel bushing.

Remove the washer from the bushing and dide it back onto the axle.(See
Fig5) Prytheold tire off of the wheel. If necessary, clean any dirt from
the outside of the wheel and the outer rim.

STEP 3: Coat the inside of the new tire and the outer wheel with

mineral spirits(paint thinner). Soapy water may be substituted if
mineral spirits is not available.
DO NOT use any oil based
products which will not
evaporate.(See Fig 6-7)

Start the tire around the wheel as shown. (See Fig 8) Continue working the tire onto the wheel in
small increments. (See Fig 9) Although one
person can assemble the tire alone, it is easier if
you have an extra pair of handsto help. Center
the tire on the wheel. Wipe the axle clean, apply
athin coat of silicone spray, make sure that the
thin washer isinstalled on the axle, and reinstall
the whedl. Ingtal the outer washer and tighten
the axle nut until the wheel just spinsfreely. Reingtall the plastic cap.
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TIRE REPLACEMENT

REAR TIRE REPLACEMENT

. STEP 1: Determine if your cart has a removable or a non-
NOte- sharp removable yoke. Remove the rear wheel following the appropriate
ridges instructions.

STEP 2: Pry the old tire off of the wheel. If necessary, clean any dirt
from the outside of the wheel and the outer rim. Check the crown of
the whedl. If any sharp ridgeis felt where the two halves of the
wheel are glued together, sand or file until the ridge is smooth. ( See
Fig 1-2) This may help alleviate some tire wear.

STEP 3: Coat the inside of the new tire and the outer
wheel with mineral spirits (paint thinner).(See Fig 3-4)
Soapy water may be substituted if mineral spiritsis not
available. DO NOT use any oil based products which will
not evaporate.

Start the tire around the wheel as
shown.(See Fig 5) Continue
working the tire onto the wheel in
small increments. Although one
person can assemble the tire alone, it
is easier if you have an extra pair of
hands to help.(See Fig 6)
Center the tire on the whedl.

Reingtall the wheel on the cart following the appropriate instructions.
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ONE YEAR LIMITED WARRANTY

For one year from the date of purchase of the ORIGINAL owner, if the Dynamis remote control
golf cart is operated and maintained according to the instructions in the owner=s manual, J-Tech
will repair or replace, free of charge any part found to be defective in material or workmanship.
Customers areresponsble for freight chargesfor returning productsto the factory.

This warranty does not cover:

Expendable items which become worn during normal use, such astires, drive belts,
keypads, transmitter batteries, main battery (s) etc.

Repairs necessary because of operator abuse, negligence, accident, or failure to maintain
or operate according to the owners manual.

Golf carts used for commercia or rental purposes.

Limited 6 month warranty on Battery

For 6 months from the date of purchase, if any 12 volt or 24 volt battery included with Dynamis
proves defective in material or workmanship and our testing determines the battery will not hold a
charge, JTech will replace the battery free of charge.

IF THE REAR COVER ON THE ROUND ELECTRONICS MODULE ISREMOVED
OR ANY MODIFICATIONSMADE TO THE UNIT THE WARRANY WILL BE
VOIDED!

WARRANTY SERVICE ISAVAILABLE BY CONTACTING J-TECH
CUSTOMER SERVICE AT
800-816-9303 OR 406-756-9131 FROM 9A.M.-4P.M. MST
OR www.dynamisservice.com

Thiswarranty gives you specific legal rights,
and you may also have other rights which may vary from state to state.
JTech Inc., 3243 Hwy 93 South, Kalispell, MT 59901

Please have serial number available when calling customer service.
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IMPORTANT

READ BEFORE INSTALLING NEW BATTERIES IN TRANSMITTER
FAILURE TO INSTALL BATTERIES CORRECTLY CAN RESULT IN
TRANSMITTER MALFUNCTION

CHANGE BATTERIES EVERY 10 ROUNDS (becauseit isaradio signd, it gets weaker
with each use.) Use only good quality alkaline batteries._Do Not Use Energizers. (Energizer
Titanium are OK). The shape of the negative end does not always make good contact in this

application.

If your transmitter is not going to be used for longer than a month, remove the batteries to
prevent possible acid
leakage resulting in
circuit board failure.
TO INSTALL NEW
BATTERIES

STEP 1: Remove the
back cover. Remove
the old batteries by
GENTLY prying up
inthe middle. Figure
1.

STEP 2: GENTLY
push the (4) battery
clipsin. You only
want to move the clips

SLIGHTLY in. Figure 2.



STEP 3: After making sure that the batteries are facing the proper direction, install (2) of the
batteriesin the clipsfirst. Pressdown in the middle to snap the batteriesinto place. Figure3 &
4. Recheck that the batteries are seated all the way down in the clips. Do the same for the other
side, making sure that the batteries are facing the proper direction. Reinstall transmitter case
back. Do not over tighten screws. Turn on transmitter and make sure light is blinking.

If you have any questions call customer service at 1-800-816-9303
www.dynamisservice.com
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